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Power Consumption:
Typical Maximum:	 +5 V 1.8 W 2.1 W
	 +12 V 2.0 W 2.4 W
Total: 3.8 W 4.5 W

LED Indicators
• �Power
• �Line Sync
• �Transmit Data
• �Receive Data

Certification
• �EN60950 (Safety)
• �EN55022 - CSPIR 22 (EMC)
• �EN55024 - CSPIR 24 (Immunity)
• �ETSI TS 101 388
• �ANFP OTR 004
• �ACA TS001 (Safety)
• �AS/NZS 3260 (Safety)
• AS/ACIF S043 (ACA)
• �AS/NZS 3548 (EMC)

Warranty
• �12 month warranty
• PLUS 30-day “no questions asked” return policy

Physical Dimensions
138 mm x 44 mm x 15 mm (L x H x W)

  

Ordering Information 
Cables, if required, are included at no additional charge. 

SKU BUS Cables Included:

S518 PCI ADSL Analog Cable

For more information, please call toll free in North America 1.800.388.2475, direct at + 1 905 474 1990 or 
email: sales@sangoma.com.

To purchase now, contact an Empowered by Sangoma Distributor, Reseller, or Solution Partner near you. Look for the Empowered by 
Sangoma Logo. To become an authorized Empowered by Sangoma channel partner, please visit http://www.sangoma.com/partners. 
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